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PUSH-ON JOINT ASSEMBLY
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ASSEMBLY INSTRUCTIONS 1. Thoroughly clean the groove and the bell socket and the plain end of the mating pipe. Thoroughly clean the groove and the bell socket and the plain end of the mating pipe. Make a small loop in the gasket and insert it in the socket.  Make sure the gasket faces the correct direction.  2. Apply only “Blue Lube” to the exposed surface of the gasket and plain end of the pipe Apply only “Blue Lube” to the exposed surface of the gasket and plain end of the pipe Blue Lube” to the exposed surface of the gasket and plain end of the pipe to the exposed surface of the gasket and plain end of the pipe Do not apply lubricant to the bell socket or the surface of the gasket in contact with the bell socket  3. When pipe is cut in the field, bevel the plain end with a heavy file or grinder to When pipe is cut in the field, bevel the plain end with a heavy file or grinder to remove all sharp edges.  Refer to a shop-manufactured bevel as a guide for proper shape.  Push the plain end into the bell socket keeping the joint straight while pushing. Make deflection after the joint is assembled. 4. Joints within 12 feet of a bend or valve shall be harnessed.Joints within 12 feet of a bend or valve shall be harnessed.

AutoCAD SHX Text
DRAWN BY:

AutoCAD SHX Text
CHECKED BY:

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
DETAIL ID: INSTALL-01

AutoCAD SHX Text
FEB. 2022

AutoCAD SHX Text
REV.:

AutoCAD SHX Text
1

AutoCAD SHX Text
D&B GUARINO

AutoCAD SHX Text
WD



MECHANICAL JOINT WITH RETAINER

GLAND ASSEMBLY
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JOINT SHALL BE ASSEMBLED WITH NO DEFLECTION. JOINT DEFLECTION, IF NECESSARY AND WITHIN ALLOWABLE LIMITS, SHALL BE MADE AFTER FULL ASSEMBLY WITH HAND TIGHTENED T-BOLTS. AFTER JOINT DEFLECTION, TIGHTEN T-BOLTS AND RESTRAINING DEVICES TO MANUFACTURERS RECOMMENDED TORQUE
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PAVING DIMENSIONS & QUANTITIES

- CITY STREETS

·

·

·

·

AutoCAD SHX Text
DRAWN BY:

AutoCAD SHX Text
CHECKED BY:

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
DETAIL ID: INSTALL-06

AutoCAD SHX Text
FEB. 2022

AutoCAD SHX Text
REV.:

AutoCAD SHX Text
1

AutoCAD SHX Text
D&B GUARINO

AutoCAD SHX Text
WD

AutoCAD SHX Text
PAVING BASE DIMENSIONS AND REPAVING QUANTITIES
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PAVING RESTORATION NOTES WHERE THE TRENCH WIDTH IS LESS THAN 3'-0", THE CONCRETE BASE RESTORATION SHALL COVER THE TRENCH AND EXTEND 9" OVER UNDISTURBED OR COMPACTED SOIL ON EACH SIDE OF THE TRENCH WHERE THE TRENCH WIDTH IS 3'-0" OR GREATER, THE CONCRETE BASE RESTORATION SHALL COVER THE TRENCH AND EXTEND 12" OVER UNDISTURBED OR COMPACTED SOIL ON EACH SIDE OF THE TRENCH SURFACE COURSE PAVING RESTORATION SHALL COVER THE WIDTH OF THE CONCRETE BASE AND EXTEND 6" BEYOND EXCEPT THAT BITUMINOUS CONCRETE SURFACE COURSE RESTORATION SHALL ONLY COVER THE RESTORED CONCRETE BASE REMOVAL OF BASE AND PAVING OUTSIDE OF TRENCH LIMITS SHALL BE INCLUDED IN THE COST OF PAVING RESTORATION
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